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Flange Terminations 

Part Number:  FT50-XX-6-303-S-M-J            

   Electrical Specifications                                   Outline Drawing (mm) 

 Resistance:  50 Ω   

 Resistive Tolerance:  ±5% 

 Power Rating:  5W, 10W, 20W 

 Frequency:  DC-6GHz 

 VSWR (Max.) :  1.30:1  

 Operating Temperature:  -55℃ to ＋150℃ 

 Temperature Coefficient:  <150ppm/℃ 

 Substrate:  BeO or AlN 

 Lead Length:  4mm 

 RoHS Compliant 

 

 

 
 
 
 
 
 
 

HOW TO ORDER 
 

F T     50     N  － 10  －  3  － 303 －  S  －  L   － J  
                 

                                                                     
Flange Termination                                                                           

                 Resistance                                                         

                   Substrate Material                                             Tolerance Default ±5% 

                  Default =BeO (Beryllium Oxide)                                               Lead Position: L, R, M 

                        N =AlN (Aluminum Nitride)                                          S: Single Hole, D: Double Holes 
                        A =Al2O3 (Alumina)                                              Random Numbers         

Power Rating                        Frequency  3=DC-3GHz 
                                                            6=DC-6GHz 

 

 
 
 

 

Resistance Tolerance 

Code F G J 

Tolerance ±1% ±2% ±5% 


